
 

 

 

SPENCROFT CERAMICS LTD SAFETY DATA SHEET 

 

SECTION 1: Identification of the substance/mixture and of the company undertaking 

1.1 Product Identifier:   AIR DRYING CLAY (all versions)  

1.2 Relevant identified uses of the substance of mixture 

Relevant identified uses:  - As modelling material.  Drying out time (this is all about the ambient 

temperature approx. 24/48 hours.  This may vary through the winter months.  

- Storage, covering with hessian sacks is recommended  

The Air Drying Clay has been developed and tested specifically for this use and is not 

recommended to be used for any other application.   
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